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Erickson™ - DA Double-Angle Collets

DA — Double-Angle Collets are well-known in the industry as an economical collet system allowing reaching in to areas
where other systems have clearance issues. These collets are manufactured according to the original Erickson
standard styles, DAO0O, DA100, DA180, DA200, and DA300, with clamping sizes ranging from 0,5—20mm
(.0197-.7500"). They are ideal for end milling, drilling, tapping, reaming, and boring solutions.

ERICKSON it

e Original Erickson standard.

e \/ersatile double-angle design providing approximately 1:1 grip.

e Bonded style available for through-coolant applications.

e Non-pullout style to captivate Weldon®-style end mills.

e Dedicated versions for tapping — driving off the square of the tap.

Double angle
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Collets and Sleeves

DA Double-Angle Catalog Numbering System

e Industry-standard Erickson™ double-angle

collet system.

ERICKSON
System Size Collet Style Special Feature Collet Bore Size Identification
(optional) Value
100 = DA100 DA = CR= metric (xx.x) M=
Erickson Double-Angle Coolant style bonded Collet bore size built
180 = DA180 \P 010 = 1mm to metric values
200 = DA200 Non-pullout Weldon® UL =l (blank) =
300 = DA300 (end mill design) inch (X.XXX) Collet bore size built
to metric values
0125 = 1/8"
0500 = 1/2"
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Collets and Sleeves
DA Double-Angle Collets

Collets and Sleeves

DA ¢ Double-Angle
e 0,8mm [.031" (1/32")] range of collapse.

DAC ¢ Double-Angle Coolant

© Rubber-filled slots seal coolant-fed tool applications.
o Suitable for coolant pressure up to 70 bar (1000 psi).
o Fits all standard DA-style collet chucks.

¢ 0,13mm (.005") range of collapse.

DANP e Double-Angle Non-Pullout, Weldon® Style
© Designed to grip end mills with Weldon-style shanks.

e Positive retention and drive provided by drive wedge in collet.

e Eliminates inaccuracy created by solid end mill adapters.

o Fits all standard DA-style collet chucks.

¢ (0,13mm (.005") range of collapse.

DA-J, K, & L * Double-Angle Solid Tap

e Provides positive drive for taps.

WIDIAY

ERICKSON

ERICKSON

ERICKSON

ERICKSON
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Collets and Sleeves
DA Double-Angle Standard Collets
70 bar

00BPE

WIDIAY

e For bonded collet DAC only — rubber-filled slots seal
collet for coolant-fed tool applications.

e Provides 1:1 grip for most drilling, reaming, and tapping
applications.

e Industry-standard Erickson™ double-angle collet system.

e 000DA 0,25mm (.010") range of collapse.

e 300DA, 200DA, 100DA, and 180DA 0,8mm [.0310" (1/32)]
range of collapse.

e 200DA, 100DAC, 180DAC, and 180DANP 0,13mm (.005")
range of collapse.

¢ 0,025mm (.001") TIR collet accuracy.

1000 psi

LWP
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DA collet DA collet — non-pullout %
. (&)
B DA Collet ® Metric
200DA 100DA 180DA 180DA
000DA 300DA 200DA standard — 100DA standard — 180DA standard — standard —
standard standard standard coolant standard coolant standard coolant non-pullout
D2 = D2 = D2 = D2 = D2 = D2 = D2 = D2 = =
collet 8,50mm 9,53mm 13,69mm 13,69mm 19,53mm 19,53mm 26,29mm 26,29mm 26,29mm
capacity L= L= L= L= L= L= L= L= L=
D1 max mm| 16,76mm 25,406mm 30,16mm 30,16mm 36,53mm 36,53mm 41,28mm 41,28mm 41,28mm LWP
1,0 1,0 000DA010M | 300DA010M | 200DA010M - - - - - - -
1,3 1,3 000DA012M - - - - - - - - —
1,5 1,5 000DA015M | 300DA015M | 200DA015M - - - - - - -
1,8 1,8 000DA017M - - - - - - - - —
20 2,0 000DA020M | 300DA020M | 200DA020M - - - - - - —
23 23 000DA022M - - - - - - - - —
25 25 000DA025M | 300DA025M | 200DA025M - 100DA025M - - - - -
28 28 000DA027M - - - - - - - - —
30 30 000DA0O30M | 300DA030M | 200DA030M - 100DA030M - 180DA030M - - —
IS INNNGE 000DA032M - - - - - - - - —
(continued)
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Collets and Sleeves WIDI AW*

DA Double-Angle Standard Collets

(DA Double-Angle Standard Collets continued)

200DA 100DA 180DA 180DA
000DA 300DA 200DA standard — 100DA standard — 180DA standard — standard —
standard standard standard coolant standard coolant standard coolant non-pullout
D2 = D2 = D2 = D2 = D2= D2= D2= D2 = D2=
collet 8,50mm 9,53mm 13,69mm 13,69mm 19,53mm 19,53mm 26,29mm 26,29mm 26,29mm
capacity = L= L= = L= L= L= L= =

D1 max mm| 16,76mm 25,406mm 30,16mm 30,16mm 36,53mm 36,53mm 41,28mm 41,28mm 41,28mm LWP

BISNNGIS 000DA035M | 300DA035M | 200DA035M - 100DA035M - 180DA035M - - -

38 38 000DA037M - - - - - - - - —

40 40 000DA040M | 300DA040M | 200DA040M - 100DA040M - 180DA040M - - -

45 45 - 300DA045M | 200DA045M - 100DA045M - 180DA045M - - -

50 50 - 300DA050M | 200DA050M - 100DA050M - 180DA050M - - -

BF Bf - 300DA055M | 200DA055M - 100DA055M - 180DA055M - - -

6,0 6,0 - 300DA060M | 200DA060M | 200DAC060M | 100DA060M | 100DACO60M | 180DA060M | 180DAC060M - —

65 65 - - 200DA065M - 100DA065M - 180DA065M - - -

70 7,0 - - 200DA070M - 100DA070M - 180DA070M - - —

S A5 - - 200DA075M - 100DA075M - 180DA075M - - -

80 80 - - 200DA080M | 200DAC080M | 100DA08SOM | 100DAC080M | 180DA080OM | 180DAC080M - -

85 85 - - 200DA085M - 100DA085M - 180DA085M - - -

90 90 - - 200DA090M - 100DA090M - 180DA090M - - -

95 95 - - 200DA095M - 100DA095M - 180DA095M - - —

10,0 10,0 - - 200DA100M | 200DAC100M [ 100DA100M | 100DAC100M | 180DA100M | 180DAC100M - -
10,0 10,0 - - - - - - - - 180DANP100M| 12,5

10,5 10,5 - - - - 100DA105M - 180DA105M - - -

11,0 11,0 - - - - 100DA110M - 180DA110M - - -

11,5 115 - - - - 100DA115M - 180DA115M - - -

12,0 12,0 - - - - 100DA120M - 180DA120M - - -
12,0 12,0 - - - - - - - - 180DANP120M| 12,5

) 12,0 12,0 - - - - - 100DAC120M - 180DAC120M - —

2 12,5 125 - - - - 100DA125M - 180DA125M - - -

3 13,0 13,0 - - - - 100DA130M - 180DA130M - - -

a i3IS 3!5; - - - - 100DA135M - 180DA135M - - -

'g 14,0 14,0 - - - - 100DA140M | 100DAC140M | 180DA140M | 180DAC140M - —

© 14,5 145 - - - - - - 180DA145M - - -

ﬂ 15,0 15,0 - - - - - - 180DA150M - - -

2 15,5 155 - - - - - - 180DA155M - - —

8 16,0 16,0 - - - - - - - 180DAC160M - -
16,0 16,0 - - - - - - - - 180DANP160M| 16,1

16,0 16,0 - - - - - - 180DA160M - - -

16,5 16,5 - - - - - - 180DA165M - - -

17,0 17,0 - - - - - - 180DA170M - - —

175 175 - - - - - - 180DA175M - - -

18,0 18,0 - - - - - - 180DA180M | 180DAC180M - —

18,5 18,5 - - - - - - 180DA185M - - -

19,0 19,0 - - - - - - 180DA190M - - -

19,5 195 - - - - - - 180DA195M - - -

20,0 20,0 - - - - - - 180DA200M | 180DAC200M - -
(continued)
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WlDlAWM Collets and Sleeves

DA Double-Angle Standard Collets

(DA Double-Angle Standard Collets continued)

H DA200 Collet ¢ Inch

300DA 200DA 100DA 180DA 180DA

collet 300DA standard — 200DA standard — 100DA standard — 180DA standard — standard —

capacity| standard coolant standard coolant standard coolant standard coolant non-pullout

max D2 =.375 D2 =.375 D2 =.539 D2 =.539 D2 =.769 D2 =.769 D2 =1.035 D2 =1.035 D2 =1.035

D1 inch L =1.000 L =1.000 L=1.188 L=1.188 L =1.438 L =1.438 L=1.625 L=1.625 L=1.625 |LWP

1/32  .031 300DA0031 - - - - - - - - -
3/64 .047 300DA0047 - 200DA0047 - 100DA0047 - 180DA0047 - - -
116 .063 300DA0062 - 200DA0062 - 100DA0062 - 180DA0062 - - -
5/64 .078 300DA0078 - 200DA0078 - 100DA0078 - 180DA0078 - - -
3/32 .09 300DA0094 - 200DA0094 - 100DA0094 - 180DA0094 - - -
7/64 109 300DA0109 - 200DA0109 - 100DA0109 - 180DA0109 - - -
1/8 125 300DA0125 | 300DAC0125| 200DA0125 | 200DAC0125 | 100DA0125 | 100DACO0125 | 180DA0125 - - -
9/64 141 300DA0141 | 300DAC0141| 200DA0141 | 200DACO141 - - 180DA0141 - - -
9/64 141 - - - - 100DA0141 | 100DACO0141 - - - -

5/32 156 300DA0156 | 300DAC0156 | 200DA0156 | 200DAC0156 | 100DA0156 | 100DAC0156 | 180DA0156 = = =
11/64 172 300DA0172 | 300DAC0172| 200DA0172 | 200DAC0172 | 100DA0172 | 100DACO0172 | 180DA0172 - - -
3/16  .188 300DA0188 | 300DAC0188| 200DA0188 | 200DAC0188 | 100DA0188 | 100DAC0188 | 180DA0188 - - -
13/64 .203 300DA0203 | 300DAC0203| 200DA0203 = 100DA0203 | 100DAC0203 | 180DA0203 = = =
7/32 219 300DA0219 | 300DAC0219| 200DA0219 - 100DA0219 | 100DACO0219 | 180DA0219 = = =
15/64 .234 300DA0234 | 300DAC0234| 200DA0234 | 200DAC0234 | 100DA0234 | 100DAC0234 | 180DA0234 - - -

174 250 300DA0250 | 300DAC0250( 200DA0250 | 200DAC0250 | 100DA0250 | 100DAC0250 | 180DA0250 | 180DAC0250 - -

17/64 266 = = 200DA0266 | 200DAC0266 | 100DA0266 | 100DAC0266 | 180DA0266 | 180DAC0266 = =
9/32 281 = = 200DA0281 | 200DAC0281 | 100DA0281 | 100DAC0281 | 180DA0281 | 180DAC0281 = =
19/64 297 - - 200DA0297 - 100DA0297 | 100DAC0297 | 180DA0297 | 180DAC0297 - =
516 312 - - - - 100DA0312 | 100DAC0312 - - - -
516 313 = = 200DA0312 | 200DAC0312 = = 180DA0312 | 180DAC0312 = =
21/64 328 = = 200DA0328 | 200DAC0328 | 100DA0328 | 100DAC0328 | 180DA0328 | 180DAC0328 = = »
11/32 344 - - 200DA0344 | 200DAC0344 | 100DA0344 | 100DAC0344 | 180DA0344 | 180DAC0344 - - g
23/64 359 - - 200DA0359 - 100DA0359 | 100DAC0359 | 180DA0359 | 180DAC0359 - - b
3/8 375 = = 200DA0375 | 200DAC0375 | 100DA0375 | 100DAC0375 = 180DAC0375 = = )
3/8 375 = = = = = = = = 180DANP0375 | .484 T
25/64 391 - - 200DA0391 | 200DAC0391 | 100DA0391 | 100DAC0391 | 180DA0391 | 180DAC0391 - - @
13/32 406 - - - - 100DA0406 | 100DAC0406 | 180DA0406 | 180DAC0406 - - a2
27/64 422 = = = = 100DA0422 | 100DAC0422 | 180DA0422 | 180DAC0422 = = 2
7/16 438 = = = = 100DA0438 | 100DAC0438 | 180DA0438 | 180DAC0438 = = 8
20/64 453 - - - - 100DA0453 | 100DAC0453 | 180DA0453 | 180DAC0453 - =
15/32 469 - - - - 100DA0469 | 100DAC0469 | 180DA0469 | 180DAC0469 - -
31/64 484 = = = = 100DA0484 | 100DAC0484 | 180DA0484 | 180DAC0484 = =
1/2 500 = = = = 100DA0500 | 100DAC0500 | 180DA0500 | 180DACO0500 = =
12 500 - - - - - - - - 180DANPO0500 | 484
33/64 516 - - - - 100DA0516 | 100DAC0516 | 180DA0516 | 180DAC0516 - -
17/32 531 = = = = 100DA0531 | 100DAC0531 | 180DA0531 | 180DAC0531 = =
35/64 547 = = = = 100DA0547 | 100DAC0547 | 180DA0547 | 180DAC0547 = =
9/16 562 - - - - 100DA0562 | 100DAC0562 - - - -
9/16 563 - - - - - - 180DA0562 | 180DAC0562 - -
37/64 578 = = = = = = 180DA0578 | 180DAC0578 = =
19/32 594 = = = = = = 180DA0594 | 180DAC0594 = =
39/64 609 - - - - - - 180DA0609 | 180DAC0609 - =
5/8 625 - - - - - - 180DA0625 | 180DAC0625 - -
5/8 625 = = = = = = = = 180DANP0625| 633
41/64 641 = = = = = = 180DA0641 | 180DAC0641 = =
21/32 656 - - - - - - 180DA0656 | 180DAC0656 - -
43/64 672 - - - - - - 180DA0672 | 180DAC0672 - -

(continued)
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Collets and Sleeves

DA Double-Angle Standard Collets

WIDIAY

Collets and Sleeves

(DA Double-Angle Standard Collets continued)

300DA 200DA 100DA 180DA 180DA
collet 300DA standard — 200DA standard — 100DA standard — 180DA standard — standard —
capacity | standard coolant standard coolant standard coolant standard coolant non-pullout
max D2 =.375 D2 =.375 D2 =.539 D2 =.539 D2 =.769 D2 =.769 D2 =1.035 D2 =1.035 D2=1.035
D1 inch L =1.000 L =1.000 L=1.188 L=1.188 L =1.438 L =1.438 L =1.625 L =1.625 L=1.625 |LWP
11/16 .688 - - - - - - 180DA0688 | 180DAC0688 - -
45/64 703 - - - - - - 180DA0703 | 180DAC0703 - -
23/32 719 - - - - - - 180DA0719 | 180DAC0719 - -
47/64 734 - - - - - - 180DA0734 | 180DAC0734 - —
3/4 750 - - - - - - - - 180DANPO0750 | .664
3/4 750 - - - - - - 180DA0750 | 180DAC0750 - -
168 WIDIA WWW.WIDIA.COM



WIDIAY Collets and Sleeves

DA Double-Angle Standard Collet Sets

e An economical way to purchase a set of collets.

ERICKSON
H DA Collet Set e Metric
dimensional incremental
order number catalog number series quantity range division
1293409 000DAS000M DA000 13 1mm - 4mm .25
1297410 300DAS000M DA300 11 1mm - 6mm i5
1296078 200DAS000M DA200 19 1mm - 10mm 5
1294736 100DAS000M DA100 24 2,5mm - 14mm 5
1191011 180DAS000M DA180 35 3mm - 20mm 5
B DA Collet Set ¢ Inch o
]
>
" - . [
dimensional incremental (1)
order number catalog number series quantity range division ¢T)
1289026 S303SET DA300 8 3/64 - 1/4 1/32 (3/32-1/4) + 3/64 & 5/64 ko]
1289027 S304SET DA300 9 1/8-1/4 1/64 g
1289028 S305SET DA300 5 1/8-1/4 1/32 ﬂ
1288983 S203SET DA200 9 1/8-3/8 1/32 @
1288984 S204SET DA200 17 1/8-3/8 1/64 o
1288923 S103SET DA100 11 1/4 - 9/16 1/32 o
1288925 S104SET DA100 21 1/4-9/16 1/64
1288963 S183SET DA180 17 1/4 - 3/4 1/32
1288964 S184SET DA180 33 1/4 - 3/4 1/64

T WIDIAY
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WIDIA™ M1200 Mini -
One Series Meets Every Face Milling Need

For consistent performance, look no further than the WIDIA M1200 Mini.
This easy-to-use product ensures great tool life, reduced machining time,
and maximum productivity.

e Low cost per edge and high productivity.

® 25% lower cutting forces due to soft cutting action.

e Up to 30% increased Metal Removal Rates (MRR).

* M1200 Mini 15°, 45°, and 60° lead.

e WIDIA premium milling grades.

e Up to 35% better tool life from light to heavy machining.
e Up to 40% shorter machining cycle time.

To learn more about our innovations, contact your local Authorized Distributor VI CTo RY

or visit www.widia.com. Win with WIDIA™



WIDIAY Collets and Sleeves

DA-J Series Double-Angle Solid Tap Collets

® Provides positive retention for tapping applications.

¢ Design of slots in back of collet acts as a drive for the tap square.
e Can be used in all standard J-series double-angle collet chucks.
e Industry-standard Erickson™ double-angle collet system.

(.539)
@ 13,69

D1| -

™

L9

(1.188)
; 30,16
ERICKSON
B DA-J Tap Collet e Metric DIN
collet
tap size order number catalog number series D1 S$10 L9
M1 & M1,8 & M3 & M3,5 1274924 JTC025021M J 2,5 21 13,0
M3 & M5 1274926 JTC035027M J 3,5 2,7 130
M4 & M6 1274928 JTC045034M J 45 34 130
M5 & M6 & M7 & M8 1274931 JTC060049M J 6,0 49 130
M10 1274932 JTC070055M J 7,0 55 13,0
M8 & M10 & M11 1228732 JTC080063M J 8,1 6,3 13,0
B DA-J Tap Collet e Metric ISO
collet
tap size order number catalog number series D1 S$10 L9 o
M2,5 & M4 1274925 JTC028021M J 2,8 21 13,0 @
M2,2 & M2,5 1228728 JTC028022M J 2,8 22 130 5
M3 & M4 1228729 JTC032025M J 3,2 25 130 ‘%
M3,5 & M4,5 1274927 JTC036028M J 3,6 28 130 e
M4 & M5 1228730 JTC040032M J 4,0 32 130 g
M4,5 & M6 1274929 JTC045036M J 4,5 36 13,0 n
12UNC/UNF 1274930 JTC056045M J 5,6 45 - E
M7 1274933 JTC071056M J 71 56 13,0 °
M8 & M10 & M11 1228732 JTC080063M J 8,1 63 13,0 o
M9 & M12 1228733 JTC090071M J 9,0 71 13,0
B DA-J Tap Collet ¢ Inch/Metric ANSI
tap size collet
mm in order number catalog number series D1 S10 L9
M3 & M3,15 & M3,5 0-#6 & 1/8 1016411 JTC6 J 141 110 .500
M4 8 &5/32 1016464 JTC8 J 168 131 .500
M4,5 & M5 10 & 3/16 1016467 JTC10 J 194 152 500
- 12 &7/32 1016470 JTC12 J 220 165  .500
M6 & M6,3 14 & 1/4 1016473 JTC025 J 255 191 500
M7 & M8 5/16 1016529 JTCO31 J 318 238 .500
- 7/16 1016532 JTC043 J 323 242 500
M12 & M12,5 1/2 1016585 JTC050 J 367 275 500
M10 3/8 1016589 JTC037 J .381 286 .500

NOTE: Inserting the cutting tool less than 2/3 the gripping length into the collet can permanently damage the collet.
Full length of the gripping bore must be maintained to achieve maximum accuracy and safety.
Collet accuracies are based on size-for-size conditions. Using the collapsible range can influence the accuracy and gripping powers.
Never try to stretch the collets by clamping oversized cutting tools.

T WIDIAY
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Collets and Sleeves WIDI AW*

DA-K Series Double-Angle Solid Tap Collets

® Provides positive drive for tapping applications.

¢ Design of slots in back of collet acts as a drive for the tap square.
e Can be used in all standard J-series double-angle collet chucks.
e Industry-standard Erickson™ double-angle collet system.

(769)
219,53

(1.000)
25,40

ERICKSON
B DA-K Tap Collet e Metric DIN

collet
tap size order number catalog number series D1 S10 L9
M1 & M1,8 & M3 & M3,5 1280271 KTC025021M K 2,5 2,1 13,0
M3 & M5 1280273 KTC035027M K 3,5 2,7 13,0
M4 & M6 1280274 KTC045034M K 45 3,4 13,0
M5 & M6 & M7 & M8 1280275 KTC060049M K 6,0 49 13,0
g M10 1280277 KTC070055M K 7,0 55 13,0
5 M10 1192315 KTC100080M K 10,0 8,0 13,0
2 M14 1280279 KTC110090M K 11,0 9,0 13,0
»n M16 1280280 KTC120090M K 12,0 9,0 13,0
g
©
8
2  EDA-KTap Collet ® Metric ISO
o}
(&)
collet
tap size order number catalog number series D1 S$10 L9
M2.5 & M4 1280272 KTC028021M K 2,8 2,1 13,0
M3.5 & 4.5 1192306 KTC036028M K 3,6 2,8 13,0
M4 & M5 1192307 KTC040032M K 4,0 3,2 13,0
M4.5 & M6 1192308 KTC045036M K 45 3,6 13,0
M5 1192309 KTC050040M K 5,0 4,0 13,0
M7 1192312 KTC071056M K 71 5,6 13,0
M8 & M10 & M11 1192313 KTC080063M K 8,0 6,3 13,0
M9 & M12 1192314 KTC090071M K 9,0 71 13,0
M14 1192316 KTC112090M K 11,2 9,0 13,0

(continued)
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WIDIAY Collets and Sleeves

DA-K Series Double-Angle Solid Tap Collets

(DA-K Series Double-Angle Solid Tap Collets continued)

B DA-K Tap Collet ® Inch/Metric ANSI

tap size collet

mm in order number catalog number series D1 S$10 L9

M3 & M3,15 & M3,5 0-#6 & 1/8 1016412 KTC6 K 141 110 480
M4 8 &5/32 1016465 KTC8 K 168 131 480
M4,5 & M5 10 & 3/16 1016468 KTC10 K 194 152 480
- 12 &7/32 1016471 KTC12 K 220 165 480
M6 & M6,3 14 & 1/4 1016524 KTC025 K 255 191 480
M7 & M8 5/16 1016530 KTCO031 K 318 238 480
- 7/16 1016533 KTC043 K 323 242 480
M12 &M12,5 12 1016586 KTC050 K .367 275 480
M10 3/8 1016590 KTC037 K .381 286 .480
M14 9/16 1016592 KTC056 K 429 322 480

NOTE: Inserting the cutting tool less than 2/3 the gripping length into the collet can permanently damage the collet.
Full length of the gripping bore must be maintained to achieve maximum accuracy and safety.
Collet accuracies are based on size-for-size conditions. Using the collapsible range can influence the accuracy and gripping powers.
Never try to stretch the collets by clamping oversized cutting tools.

Collets and Sleeves
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Collets and Sleeves WIDI AW*

DA-L Series Double-Angle Solid Tap Collets

® Provides positive drive for tapping applications.

¢ Design of slots in back of collet acts as a drive for the tap square.
e Can be used in all standard J-series double-angle collet chucks.
e Industry-standard Erickson™ double-angle collet system.

|
L
] |
(1,106) —
DI| —rvo-——
028,11 —
o]
|
L9
(1,094)
27,78

ERICKSON
B DA-L Tap Collet ¢ Metric DIN

collet
tap size order number catalog number series D1 S10 L9
M5 & M6 & M7 & M8 1192328 LTC060049M L 6,0 49 15,0
M10 1109575 LTC070055M L 7,0 55 15,0
M10 1117803 LTC100080M L 10,0 8,0 15,0
M14 1281835 LTC110090M L 11,0 9,0 15,0
3 M16 1281837 LTC120090M L 12,0 9,0 15,0
5 M18 1281838 LTC140110M L 14,0 11,0 15,0
° M20 1281839 LTC160120M L 16,0 12,0 15,0
Eg M22 & M24 1109574 LTC180145M L 18,0 14,5 15,0
[=
©
8
2  EDA-L Tap Collet ® Metric ISO
o}
(&)
collet
tap size order number catalog number series D1 S10 L9
- 1192329 LTC063050M L 6,3 49 15,0
M7 1192330 LTC071056M L 7,1 5,6 15,0
M8 & M10 & M11 1117802 LTC080063M L 8,0 6,3 15,0
M9 & M12 1093758 LTC090071M L 9,0 71 15,0
(1/4BSPF) 1192331 LTC109082M L 10,9 8,2 -
(1/8NPT) (ANSI) 1192332 LTC111085M L 11,1 8,5 -
M14 1281836 LTC112090M L 11,2 9,0 15,0
M16 (3/8BSP) 1192333 LTC125100M L 12,5 10,0 15,0
M18 & M20 1192335 LTC140112M L 14,0 11,2 15,0
(1/4NPT) (ANSI) 1192336 LTC143107M L 14,3 10,7 -
M22 1192337 LTC160125M L 16,0 12,5 15,0
M24 1192338 LTC180140M L 18,0 14,0 15,0

(continued)
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WIDIAY Collets and Sleeves

DA-L Series Double-Angle Solid Tap Collets

(DA-L Series Double-Angle Solid Tap Collets continued)

B DA-L Tap Collet ® Inch/Metric ANSI

tap size collet

mm in order number catalog number series D1 S$10 L9

M3 & M3,15 & M3,5 0-#6 & 1/8 1016413 LTC6 L 141 110 560
M4 8 &5/32 1016466 LTC8 L 168 131 .560
M4,5 & M5 10 & 3/16 1016469 LTC10 L 194 152 560
- 12 &7/32 1016472 LTC12 L 220 .165  .560

M6 & M6,3 14 &1/4 1016525 LTC025 L 255 191 .560
M7 & M8 5/16 1016531 LTCO031 L 318 238  .560
- 7/16 1016584 LTC043 L 323 242 560
M12 &M12,5 172 1016587 LTC050 L 367 275  .560
M10 3/8 1016591 LTC037 L .381 286 .560
M14 9/16 1016593 LTC056 L 429 322 .560
M16 5/8 1016658 LTC062 L 480 .360 .560
M18 11/16 1016660 LTC069 L 542 406  .560

= 3/4 1016663 LTC075 L 590 442 560

M20 13/16 1016705 LTCO081 L .652 489 560
M22 7/8 1016708 LTC087 L 697 523  .560

NOTE: Full length of the gripping bore must be maintained to achieve maximum accuracy and safety.
Collet accuracies are based on size-for-size conditions. Using the collapsible range can influence the accuracy and gripping powers.
Never try to stretch the collets by clamping oversized cutting tools.

Collets and Sleeves
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