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Erickson™ RC Rapid Quick-Change Tap Adapters - Tapping

Erickson RC Rapid Quick-Change Tap Adapters are convenient for hand changes with taps within seconds.
No wrenches or locknuts are required. For this positive drive tap adapter, simply hold the tap in place with
internal locking balls and drive on the tap square.

e Compact Rapid Change by hand design.
e Solid positive drive.
e Coolant through the tap design.
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Collets and Sleeves
RC-Style Solid Tap Adapters Catalog Numbering System

® Rapid-change style.

e Solid-positive drive. m : s

e Coolant capability by using cutting tool i 9%
with coolant feature. e !%!»t;

e For taps with DIN, ISO, and ANSI specifications. ki
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System Collet Style Collet Bore Size Collet Drive Identification Tap Size
Size Size Value
RC1 = RC1 TA = Tap Adapter metric (xx.x) metric (xx.x) M= metric (xx.x)
Sleeve bore size
RC2 = RC2 025 = 2,5mm 010 = 1mm built to metric 010 = 1mm
RC3 = RC3 110 = 11mm 160 = 16mm i 160 = 16mm
245 = 24,5mm 245 = 24,5mm IN = _ 245 = 24,5mm
Sleeve bore size
inch (x.xxx) inch (x.xxx) built to inch inch (X.xxx)
alues
0125 = 1/8" 0125 = 1/8" e 0125 = 1/8"
0500 = 1/2" 0500 = 1/2" 0500 = 1/2"
1000 = 1" 1000 = 1" 8
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Quick-Change Tap Adapters
RC-Style Solid Tap Adapters

¢ Rapid Change style.
e Solid-positive drive.

e Coolant capability by using cutting tool
with coolant feature.

e For taps with DIN, ISO, and ANSI specifications.
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ERICKSON
B RC Solid Tap Adapter ¢ Metric DIN
RC1 RC2 RC3
D =19mm D =31mm D = 48mm
D2 = 30mm D2 = 48mm D2 = 70mm
» L =28mm L =46mm L =70mm
- tap size L1=7mm L1=11mm L1 = 14mm
,Q DIN L9 =17mm L9 = 30mm L9 = 44mm D1 S§10
% M1 & M1.8 & M3 & M3.5 RC1TA025021M010 - - 25 21
ke M2.5 & M4 RC1TA028021M020 - - 28 21
g_ M3 & M5 RC1TA035027M030 - - 35 27
IE M3.5 RC1TA040030M035 - - 40 30
o M4 & M6 RC1TA045034M040 - - 45 34
g) M4 - RC2TA045034M040 = 45 34
E M5 & M6 & M7 & M8 RC1TA060049M050 RC2TA060049M050 - 6,0 49
O M10 RC1TA070055M100 RC2TA070055M100 - 70 55
a': M8 RC1TA080062M080 RC2TA080062M080 - 80 6.2
% M12 RC1TA090070M120 RC2TA090070M120 - 90 7,0
(e} M10 RC1TA100080M100 RC2TA100080M100 - 10,0 8,0
M14 RC1TA110090M140 RC2TA110090M140 RC3TA110090M140 11,0 90
M16 - - RC3TA120090M160 120 9,0
M16 - RC2TA120090M160 - 129 90
M18 - RC2TA140110M180 RC3TA140110M180 14,0 11,0
M20 - RC2TA160120M200 RC3TA160120M200 16,0 12,0
M22 & M24 - RC2TA180145M220 - 180 45
- - - RC3TA180140M240 18,0 14,0
M22 & M24 - - RC3TA180145M240 18,0 145
M27 - - RC3TA200160M300 20,0 16,0
M30 - - RC3TA220180M300 22,0 18,0
M33 - - RC3TA250200M360 25,0 20,0
M36 - - RC3TA280220M360 28,0 22,0
(continued)
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Quick-Change Tap Adapters
RC-Style Solid Tap Adapters

(RC-Style Solid Tap Adapters continued)

B RC Solid Tap Adapter ¢ Metric ISO

RC1 RC2 RC3

D =19mm D =31mm D =48mm

D2 = 30mm D2 = 48mm D2 = 70mm

L = 28mm L =46mm L =70mm

L1 =7mm L1=11mm L1 = 14mm
tap size L9 =17mm L9 = 30mm L9 = 44mm D1 S10
M3 RC1TA023018M030 - - 2,24 1,80
M2.2 & M2.5 RC1TA028023M025 - - 2,80 2,24
M3 & M4 RC1TA032025M030 - - 3,15 2,50
M3.5 & M4.5 RC1TA036028M035 - - 3,55 2,80
M4 & M5 RC1TA040032M040 - - 4,00 3,15
M4.5 & M6 RC1TA045036M060 RC2TA045036M060 - 4,50 3,55
M5 RC1TA050040M050 RC2TA050040M050 - 5,00 4,00
- RC1TA056045M000 - - 5,60 4,50
M6 & M8 RC1TA063050M060 RC2TA063050M060 - 6,30 5,00
M7 RC1TA071056M070 RC2TA071056M070 - 7,10 5,60
M8 & M10 & M11 RC1TA080063M080 RC2TA080063M080 - 8,00 6,30
M9 & M12 RC1TA090071M090 - - 9,00 7,10
M9 & M12 - RC2TA090071M090 - 9,00 7,10
M14 RC1TA112090M140 RC2TA112090M140 RC3TA112090M140 11,20 9,00
M16 - RC2TA125100M160 - 12,50 10,00
M18 & M20 - RC2TA140112M180 - 14,00 11,20
M22 - RC2TA160125M220 RC3TA160125M220 16,00 12,50
M24 - RC2TA180140M240 - 18,00 14,00
M33 - - RC3TA224180M330 22,40 18,00

(continued)
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Quick-Change Tap Adapters

RC-Style Solid Tap Adapters
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Quick-Change Tap Adapters

(RC-Style Solid Tap Adapters continued)

B RC Solid Tap Adapter ¢ Inch/Metric ANSI

RC1 RC2 RC3

D =.750 D =1.220 D = 1.890

D2 = 1.180 D2 =1.890 D2 = 2.760

L =1.100 L=1.810 L = 2.760
mm in L1 =.280 L1 =.430 L1 = .550 DI S10
M3 & M3.18 & M3.5 #0 - #6 UNC/UNF T11006 = = A4 110
M4 #8 UNC/UNF T11007 = = 168 131
M4.5 & M5 #10 UNC/UNF T11008 - - 194 152
- #12 UNC/UNF T11009 - - 220 165
M6 & M6.3 1/4 UNC/UNF T11010 = = 255 191
= = T110166 = = 313 234
M7 & M8 5/16 UNC/UNF T11012 T21018 - 318 238
- 7/16 UNC/UNF T11014 T21020 - 323 242
M12 & M12.5 1/2 UNC/UNF T11015 T21021 = 367 275
M10 3/8 UNG/UNF T11013 T21019 = 381 286
M14 9/16 UNC/UNF T110155 T21022 - 429 322
- - T110177 - 438 328
M16 5/8 UNG/UNF = T21023 = 480 360
M18 11/16 UNC/UNF = T21024 = 542 406
- - - T210288 - 563 421
- 3/4 UNG/UNF - T21025 - 590 442
M20 13/16 UNC/UNF = T21026 T31031 652 489
- = = T210300 T310387 688 515
M22 7/8 UNC/UNF - T21027 T31032 697 523
- - - T210299 700 531
M24 15/16 UNG/UNF = = T31033 760 570
M25 1 UNC/UNF = = T31034 800 600
M27 11/8 UNC/UNF - - T31035 896 672
- - - - T310388 906 679
= 1 1/4 UNC/UNF = = T31036 1.021 766
M30 1 3/8 UNC/UNF = = T31037 1108  .831
- - - - T310389 1125 843
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Quick-Change Tap Adapters
RC-Style Solid Tap Adapter Sets

e An economical way to purchase a set of RC tap
adapters.

e Rapid Change style.
e Solid-positive drive.

e Coolant capability by using cutting tool with
coolant feature.
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ERICKSON
B RC Solid Tap Adapter Set ¢ Inch
dimensional
catalog number series quantity range
T1SET RC1 10 #0-9/16
T2SET RC2 10 5/16 - 7/8
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Quick-Change Tap Adapters .



